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Summary:
The purpose of this assessment is to determine the amount of asbestos illicitly dumped
at the Badlands landfill, residential lane #5 located at 31125 Ironwood Avenue Moreno
Valley, CA. This site is preparing for the abatement of illicitly dumped asbestos debris.
A total of three (3) bulk building material samples were taken for analysis which resulted
in a total of three (3) analyses. Three (3) samples analyzed were found to contain one
percent or greater asbestos. The result of the laboratory analysis can be found in Table
1 and in the appendix. Sampling locations and locations of discovered asbestos
containing materials (ACM) are illustrated in diagrams 1 and 2. This amounts to
approximately 100 square feet of South Coast Air Quality Management District
(SCAQMD), friable, ACM, acoustical ceiling that is comingled with wood pulp and palm
fronds.
Samples were taken by Brandy Green an AHERA certified Building Inspector for
Riverside County Waste Resources on January 26, 2019.
Heidi Barrios, a Certified Asbestos Consultant, (#17-5974) and a State of California,
Division of Occupational Safety and Health (DOSH) Certified Building Inspector, (CA-01505) conducted an inspection on January 30, 2019.
See "CONCLUSION" for required actions by the owner and/or responsible party.
.
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AQMD ASBESTOS SURVEY
1.0 Purpose of Survey:
The Clean Air Act required the USEPA to develop and enforce regulations to protect the
general public from exposure to airborne contaminants known to be hazardous to human
health. The EPA established the National Emission Standards for Hazardous Air
Pollutants (NESHAP) under the authority of Section 112 of the Clean Air Act.
The Asbestos NESHAP requires that a thorough asbestos survey be conducted prior to
commencement of any renovation or demolition, and specifies that building materials
containing greater than 1% asbestos are considered asbestos-containing material (ACM)
and is considered asbestos waste. In addition, the provisions of the California Labor
Code, Section 6501.8 (b) and Title 8, CCR 341.6 specify that asbestos-containing
construction material (ACCM) is identified as any manufactured construction material
greater than 0.1 % asbestos. This standard is for occupational exposure.
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2.0 Sampling Methodology:
2.1 Quantity of Samples:
The survey was conducted in accordance with guidelines established by the U.S. EPA in
its 1985 publication, Guidance For Controlling Asbestos Containing Materials in Buildings,
Office of Pesticides and Toxic Substance, EPA 560/5-85-024, and the requirements the
Asbestos NESHAP and the local AQMD. Certain aspects of the U.S. EPA’s Asbestos
Hazard Emergency Response Act (AHERA) bulk sampling protocol were used in the
visual inspection to physically assess each sample and to categorize sampled materials.
For friable materials the provisions of 40 CFR 763.107 are followed (minimum of 3
samples for suspected friable building materials).
For non-friable materials [tile, roofing products, vinyl floor coverings, Transite sheeting
and pipes (may be assumed to be asbestos containing material (ACM)), sheet rock,
stucco, etc.] sufficient number of samples based on the consultant’s experience and
judgment shall be taken to determine presence of asbestos.

2.2 Gathering Suspected Asbestos-Containing Material:
Each suspect ACM identified was sampled in accordance with sampling guidelines
established by USEPA.
First, the suspected material is wetted with water to minimize possible fiber release. Tools
are then used to free the suspect material from its substrate. The material is then placed
in its own sample bag and labeled with a unique number ("Client's Sample Number"). The
samples are then transported to the lab for analysis.

3.0 Analysis:
Asbestos bulk analysis using dispersion staining and polarized light microscopy (PLM)
was used. The methodology used is EPA 600/ R-93/116. Patriot Environmental
Laboratory Services, Inc. is a National Voluntary Laboratory Accreditation Program
(NVLAP) accredited laboratory (Lab code 200358-0). Phone # (714) 899-8900.
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4.0 Findings:
Diagram 1 illustrates an overview of property and bulk building sampling locations taken
from the structure.
Diagram 2 shows the location, type and amount of the ACM to be abated.
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5.0

TABLES, Asbestos-Containing Materials

Tables list the samples that contain asbestos (greater than 1% asbestos). The table
provides the sample number, diagram number depicting location of the sample,
description of the sampled material and percentage of asbestos present.
Table 1
Total Friable, ACM: Approximately 100 square feet
Sample Number
1
2
3

5.1

Description
Acoustical Ceiling
Front
Acoustical Ceiling
Middle
Acoustical Ceiling
Back

Diagram Number
2

% Asbestos
5% Chrysotile

2

5% Chrysotile

2

5% Chrysotile

Building Materials Not Containing Asbestos

The following suspect materials were tested and no asbestos was detected: No other
suspect materials were observed.

6.0 Discussion Concerning Inaccessible Areas:
An inspection was made of all accessible areas on the site. Based on the material present
at the site it is unlikely that additional asbestos containing material may be found.
An area is considered accessible if it can be fully explored. If the inspector feels it is
unsafe to enter an area, or if size considerations restrict entry, the area is considered
inaccessible. Speculations on whether an area might contain asbestos are based on the
inspector’s knowledge and experience.

7.0 Conclusion:
Asbestos containing building materials are present at the sites surveyed. There is
approximately 100 sq. ft. of friable, asbestos consisting of acoustical ceiling, wood pulp
and palm fronds that are comingled. Diagram 2 depicts the location, type and amount of
ACM.
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8.0 Recommendations:
1. The abatement contractor is required to provide 10-day notification to South
Coast Air Quality Management District (SCAQMD). This project is approximately
100 sq. ft, and is an asbestos clean-up of an uncontrolled disturbance of ACM.
Therefore, a Procedure 5 is required.
2. Have your asbestos contractor fill out an SCAQMD form completely, online. The information in Table #1 concerning square footage and friability
of ACM, along with the plan, will assist your contractor in filling out the
form. You must maintain a copy of asbestos notification to AQMD for not
less than three years {Rule 1403 (6) - recordkeeping (1)}.
3. Abate the ACM in accordance with California Occupational Safety and Health
Administration (Cal/OSHA) and SCAQMD regulations, following the associated
Procedure 5. A registered asbestos abatement contractor must be employed to
remove the friable ACM.
4. The abatement contractor shall provide notification to Cal/OSHA.
a. If at a temporary worksite, notify the nearest Cal/OSHA District
Enforcement Office 24 hours prior to work (ref. 1529(r), & 5203)
5. All layers of acoustical ceiling including the contaminated wood pulp and palm
fronds shall be waste manifested as Hazardous Waste.

9.0 Procedure:
Reference Separate Procedure 5 for complete guidance.
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Diagram 1 - Asbestos Sampling Points:
Debris located at: 31125 Ironwood Avenue Moreno Valley, CA
/ Residential Lane #5

Samples were taken from the front, middle and back of the load.

10

Diagram 2 – Asbestos Containing Building Material
Debris located at: 31125 Ironwood Avenue Moreno Valley, CA
/ Residential Lane #5
Illustrated are the location, type and square footage of the ACM locations for future
abatement.
• Remove approximately 100 sq. ft. of friable ACM, acoustical ceiling and all
comingled debris.
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Asbestos Laboratory Results
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